
Redcat’s all-in-one design 
makes it the simplest way to 
bring clear audio to any class.
Ready to go right out of the box, Redcat delivers even distribution  
of sound and high speech intelligibility throughout the classroom  
to ensure the teacher’s voice is clearly heard by all students. 

Instructional Audio

...and overcomes physical barriers to listening.

CLASSROOM NOISE DISTANCE MASKS HEARING LOSS

Combined with Flexmike, Redcat 
delivers the teacher’s voice clearly 
throughout the classroom.

• Simple to set-up, easy to use

• Add a second microphone for 
student sharing

• Optional battery for even  
more portability

Instructional audio creates better access to learning...
When students hear every word, valuable teaching time is more productive and effective for all
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WHOLE CL ASS SOLUTIONS

Clear audio for all, 
no installation

13%
Less teacher 
absenteeism

43%
Less off-task 
behavior  1

72%
Fewer teacher 
redirections

PLUG & PLAY, PORTABLE

INSTALLED AUDIO SYSTEMS

975

CEILING-MOUNTED

Redcat



DS0603US01-2

 1.800.732.8999   |   WWW.LIGHTSPEED-TEK.COM

INSTRUCTIONAL AUDIO SYSTEM

Redcat is purpose-built for today’s education spaces. 
Access technology ensures it performs seamlessly 
across all types of learning environments.

Systems can be configured with either 
Media Connector or Activate (not both)

Flexmike
LIGHT WEIGHT, 
PENDA NT-S T Y LE MIC

Charger
CH A R GE S B OTH FLE X MIK E  
A ND SH A R EMIK E

Student 
Sharing
SH A R EMIK E

Powered by Access Technology

Multimedia Integration
MEDI A CONNEC TOR FOR  
WIR ELE S S INTEGR ATION

Redcat
FL AT- PA NEL SPE A K ER ENSUR E S VOICE CL A RIT Y A ND 
E V EN DIS TRIBUTION THR OUGHOUT THE R O OM 

Small Group  
Learning
AC TI VATE S YS TEM WITH P ODS

Popular Options
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All-in-one Instructional Audio
Simply set Redcat on a table or hang it on a wall, then plug it in to 
deliver crystal clear audio to the whole class. Optional wireless Media 
Connector enables audio integration without long cable runs, while 
Activate Pods can be added to facilitate small group learning.

Specifications
Wireless Communication Access Technology (1.9 GHz)

Wireless Transmission Range Up to 200 ft. (60m) open field

Flat-panel Speaker System Exciter technology sound panel 

Power Output 20 watts RMS

Frequency Response 120 Hz - 13 kHz (-10dB)

DC Power Input  24V/1.75A

Audio Input One 3.5mm input

Audio Output One 3.5mm output

Tone Control Bass/treble adjustment

Dimensions (W x D x H) 16” x 1.75” x 9.5” (406 x 45 x 241mm)

Weight 2.9 lbs (1.3 kg)
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Redcat

Li-Ion Battery
OPER ATE A N Y WHER E 
FOR UP TO 10 HOURS

Superior Wireless Platform
LONGER R A NGE WITH NO INTER FER ENCE

Point-to-Pair Functionality
TE ACHERS E A SILY MOV E BE T WEEN R O OMS

2-way Audio for Distance Learning 
CLE A R AUDIO IN A ND OUTSIDE OF THE CL A S S


